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This version of the Carpenter’s
toolbox is constructed with rabbet
joints and nails instead of box joints.
In order to keep the overall dimen-
sions the same, the ends of the box
and the ends of the tray are slightly
shorter on this version than on the
box-jointed version. (Refer to the
material list.)

The nails we used are copper,
rose-head boat nails from Lee Valley
(1-800-871-8158). Because these
nails are copper, they are rather soft
and bend easily. So we found it nec-
essary to drill holes for the nails
before hammering them in place. 

Materials & Hardware
A Case Front/Back (2) 1/2 x 81/4 (rgh.) - 28
B Case Ends (2) 1/2 x 81/4 (rgh.) - 71/2
C Tray Runners (2) 3/4 x 27 - 1/4 Hdbd.
D Lid Stop (1) 1/4 x 211/16 - 72
E Base Molding (1) 3/4 x 13/4 - 96
F Bottom Panel (1) 61/4 x 261/4 - 1/4 Hdbd.
G Lid Molding (1) 3/4 x 13/4 - 96
H Lid Panel (1) 3/4 x 61/8 - 261/8
I Tray Front/Back (2) 1/2 x 23/4 - 15
J Tray Ends (2) 1/2 x 23/4 - 57/8

K Tray Dividers (2) 1/2 x 21/2 - 57/8
L Tray Handle (1) 1/2 x 31/2 - 83/4
M Tray Bottom (1) 57/8 x 141/2 - 1/4 Hdbd.

• (2) Small Brass Trunk Hinges
• (1) Leather Trunk Handle
• (2) Brass Plated Draw Catches
• (18) #6 x 1/2" Brass Fh Woodscrews
• (6) #8 x 3/4" Brass Rh Woodscrews
• (30) #13 x 11/2" Copper Rose-Head Boat Nails
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